Product Description

Canon DR-3080CI1 Document Scanner

The DR-3080Cl|, a high-speed, high-performance, color desktop duplex scanner,
brings a new standard of price and performance to the departmental level. Never be-
fore has so much advanced functionality, enhanced productivity and superior reliabil-
ity been offered in such a compact package.

SPECIFICATIONS
DR-3080CII Document Scanner Canon Part No: 9673A002AA

Type: Desktop Document Scanner

Document-feeding: Automatic or Manual

Document Size: Width: 2.2" - 10.1" Length: 2.8" - 14.3"
Thickness: Automatic-feeding: 0.06 - 0.15mm
Manual-feeding: 0.06mm - 0.20mm

Grayscale: 8-bit, 256 Levels Color: 24-bit

Scanning Element: Contact Image Sensor

Light Source: RGB LED

Operating Modes: Simplex, Duplex, Bland & White, Grayscale,
Color, Advanced Text Enhancement

Drop-out Colors: RGB

Optical Resolution: 100 dpi,200 dpi,300 dpi

Output Resolution: 100 dpi,200 dpi,300 dpi

High Speed Mode (Interpolated): 300 x 150 dpi
Scanning Speeds*: Simplex / Duplex Black-and-White
High Speed B & W Pictured with optional ED-500 Endorser
Grayscale (8-bit) Color (24-bit)

32 ipm 64 ipm 300 x 150 dpi

32 ipm 64 ipm

10 ipm 20 ipm

ED-500

Stacker Capacity: 100 Sheets

Interface: USB 2.0 and SCSI-III

Scanner Drivers: For Windows® 98/2000/Me/XP; Windows NT® 4.0, ISIS, TWAIN
Dimensions (H x W x D): 7.5" x 13.5" x 11"

Weight: 17.8 Ib.

Power Consumption: Max. 42W ,
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