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The all new Hantle t4000 ATM provides an economical, high performance through-the-
wall solution. Designed and built with compact modular components and engineered for 
easy installation.   
 
The t4000 offers a host of high-end features including a 10.4” High-Bright Color LCD sup-
porting custom screen advertisements and communication via 56K Modem or integrated 
Ethernet (SSL).  The Hantle t4000 is TDES and compliant with the new (2010) ADA 
guidelines out of the box, including a PCI/VISA/Interac certified encrypting PIN pad 
(EPP), a voice guidance system, and lighted action indicators.  
 
The Hantle t4000 is the perfect machine for Drive-up or Walk-up applications.  

Hantle t4000 Through-the-Wall ATM 

FEATURES INCLUDE:  
 
INTEGRATED ILLUMINATED TOPPER Integrated illumi-
nated topper creates high visibility and attracts customers 
 
HIGH-BRIGHT MONITOR 10.4 inch diagonal 32-bit color, 
backlit TFT LCD panel 800 x 600 SVGA resolution 
 
ADA Accessible keypad layout, Voice guidance, Lighted action 
indicators 
 
KEYPAD 16-key alphanumeric keypad, VISA/Interac PCI certi-
fied, Triple DES (TDES) compliant, Encrypting PIN pad (EPP) 
 
CARD READER Manual insert (dip) magnetic card reader, EMV 
(optional) 
 
COMMUNICATION 56K dial-up modem or Ethernet (TCP/IP), 
On-board SSL Encryption  
 
PRINTER 3 1/8” Thermal receipt printer,  Can print custom graphics 
 
CASH DISPENSER Sliding cash dispensing unit for easy service, 1,000 note removable 
cassette 
 
SECURITY UL 291 Business Hour listed, Electronic lock, Cencon Lock (optional) 

(Rear Access) 
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Hantle t4000 Through-the-Wall ATM 

Mini ATM kiosk 
Exterior of the kiosk is finished in a 
very durable Powder Coating in many 
standard colors to meet you needs at 
no extra cost.  
 
Custom graphics can be applied for 
additional branding.  
 
The standard Mini Kiosk dimensions 
are 70” H X 55” W x 36” D but can be 
customized to meet your specific 
needs.  
 

The Mini ATM Kiosk is completely finished inside with 
2” rigid foam insulation and sealed against moisture. The 
30 amp electrical panel provides separate circuits for the 
ATM and heating /AC units. The entire kiosk is built of 
2” tube steel floors and walls with 14 gauge steel body.  
 
The Hantle t4000 ATM includes an electronic lock with a 
1000 note removable cassette and rear service panel.  


